Microflex 93-853
Nitrile Glove, Extended Cuff

Reliable hazard protection

Extended cuff provides additional protection over the
wrist for hazardous environments. Advanced nitrile for-
mulation offers up to three times the puncture resistance
of latex or vinyl disposable gloves.

MICR FLEX

O3-853 | LONG CUFF

LONG CUFF

NITRIL

Non-stick properties

Special glove material formulation creates resistance to
tapes or adhesives for easier handling in everyday lab sit-
uations.

Secure and confident grip
Textured fingers ensure strong, efficient grip and excellent
worker protection.

Nitrile protective glove
Free of natural rubber latex and powder, to help protect
the user from allergies, skin irritations and dryness.

Features

» Excellent chemical breakthrough resistance

» Over wrist protection against laboratory hazards;
glove length 295 mm

» Very high barrier properties (AQL 0.65)

» Antistatic behavior

» Approved for use with chemotherapy drugs
(ASTM D6978)

» Medical examination glove
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Microflex 93-853

Description Pack size Cat. No

Microflex 93-853 Nitrile Glove, Ext. Cuff, XS | 10x50 93-853-XS
Microflex 93-853 Nitrile Glove, Ext. Cuff, S 10x50 93-853-S

Microflex 93-853 Nitrile Glove, Ext. Cuff, M| 10x50 93-853-M

Microflex 93-853 Nitrile Glove, Ext. Cuff, L 10x50 93-853-L

Microflex 93-853 Nitrile Glove, Ext. Cuff, XL | 10x50 93-853-XL
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Technical Data

Product Information:

Microflex 93-853

Material Nitrile
Colour Blue

Glove Design Ambidextrous, powder-free, chlorinated, textured fingers, extended cuff

Cuff Beaded cuff

Packing 50 gloves per dispenser; 10 dispensers (500 gloves) per shipping carton

Storage Keep out of direct sunlight; store in a cool and dry place. Keep away from sources of ozone or ignition (e.g. electrical devices).
Country of Origin Malaysia

Physical Properties:

Typical Values Testing Method

Microflex 93-853 XS s M L XL

Length (mm) 295 295 295 295 295 a0

Average Palm With (mm) 80 86 98 108 115

EN374-2 |

Freedom from holes AQL 0.65 ASTM D5151

Palm Thickness Single 014 EN374-2 /

Wall (mm) ! ASTM D5151

Before Aging After Aging

Ultimate Tensile Strength 30 27 ASTM D412-06a

(MPa)

Elongation at Break (%) > 500 > 500 ASTM D412-06a

Force at break (N) 18 18 EN 455-2
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